MODULAR TYPE ELECTRO-HYDRAULIC PROPORTIONAL REDUCING VALVES
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@ SPECIFICATIONS »
Model Number | Maximum Pressure Maximum Flow Rated Current Voltage Weight
B 5% BAEN bar BAMRE Ipm FEEER mA ZE VDC BB Kg
EMGB-02 350 (5076psi) 40 (10.57 gpm) 1300+10% 12 1.8(3.97 Ibs)
- i . m 8(3. s
P 9P 650+10% 24

Fluid Type e m

ISOVG 32,46, 68

Viscosity zit cSt

10~400 (59~1854 SSU)

Operating Temperature #{FgE °C

-30~100 (-22~212°F)

Contamination Level 5%

1SO4406. 21/19/16  NAS1638,10

® All screws with metric measure , if require inch measure , please contact us.
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Code | Adjustment pressure
s EDAEEE

1 4 ~ 50 (bar)

2 10 ~ 105 (bar)

3 20 ~ 210 (bar)

4 35 ~ 350 (bar)

B TYPE OF COIL wE#8=
Non : Without Coil #E&Ci%:H# iR E
D1 : DC12V
D2 : DC24V
% For more technical information on
the coil, please contact us .
REFERITER BRI R,

©® The datasheet of proportional electric controller.
Please check AMP-V02 . AMP-V02B
LEREFIEHBRBBELSSZHIR AMP-V02+AMP-V02B.
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